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780 Professional Drive N. Shreveport, LA 71105 Phone (318)-524-2270 Fax (318)-524-2297 

 

Max Clearance Arctic Cat Forward   

 Front Upper & Lower Arched Control Arm Kit  
 

The Max Clearance Control Arm Kit is designed to increase ground clearance on the Arctic Cat 

Model ATV’s.  High Lifter expressly disclaims responsibility for accidents or injury or 

consequential damage to original equipment that may be said to arise out of use of large 

oversized tires, lift kits, or this product.  High Lifter strongly recommends that helmets and all 

appropriate safety equipment be worn when riding ATVs/RUVs and in particular when riding 

lifted and/or modified ATVs/RUVs with oversized tires.   

 

If this product is not what you expected, or is not consistent with your intended use, you should 

return the product immediately to the seller, before installation, for a refund of the purchase 

price; less any fees.  After installation, product is warranted for 90 days for defects in 

workmanship and materials.  Warranty is limited to refund of the purchase price or replacement 

of the kit, at the seller’s option. 

 

Dealers, Installers and Owners of Vehicle 

You are responsible for informing your customer or purchaser of the information contained 

above and the increased potential hazards of operating an ATV/ RUV equipped with these 

modifications.  If you install the kit, it is your responsibility to also install the warning label 

prominently in view of the driver and in prominent view of the driver and passenger on RUVs 

and multi-passenger ATVs.  They should also be instructed to notify anyone operating the 

vehicle, as well as any passengers, that modifications are installed. 
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 Parts Diagram 
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Installation Instructions: 

1. Place jack under center of front end and lift until front wheels clear the ground.  Be 

careful to support properly so that it is securely supported but so that Control Arms and 

shocks can droop to full extension. 

2. Remove front wheels. 

3. Disconnect the upper and lower control arm from the frame and knuckle assembly.  

  
 

   
 

4. Remove the bushings, sleeves, and ball joints from the stock control arms.  You will need 

to reuse these in the new Control Arm kit.  
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NOTE:  A press or a vise is suggested for removing and replacing the ball joints.  If 

you press in the ball joint crooked, DO NOT TRY TO FORCE IT IN! If you try to 

force it straight you can “egg” the opening.  Press the ball joint out and reinsert it 

into the opening, pressing it in with a vise.  Verify that the clip snaps into place after 

installing the ball joints into the new Control Arm.  You should always double check 

the ball joint snap ring for proper fit.  Even if you use snap ring pliers, it may not 

seat.  You can use a flathead screwdriver and a hammer to tap the snap ring to 

ensure that it is seated into the grove.    
 

5. Install the grease fitting into the new arms before installation.  Install the fittings in the 

new arms and DO NOT OVER TORQUE THE FITTINGS.  Make sure to fill with 

factory approved grease.   

  
 

 

6. Now reinstall the bushings, sleeves, and ball joints into the new arms.  If you place some 

grease on them it makes the installations easier.  
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NOTE:  A press or a vise is suggested for removing and replacing the ball joints.  If 

you press in the ball joint crooked, DO NOT TRY TO FORCE IT IN! If you try to 

force it straight you can “egg” the opening.  Press the ball joint out and reinsert it 

into the opening, pressing it in with a vise.  Verify that the clip snaps into place after 

installing the ball joints into the new Control Arm.  You should always double check 

the ball joint snap ring for proper fit.  Even if you use snap ring pliers, it may not 

seat.  You can use a flathead screwdriver and a hammer to tap the snap ring to 

ensure that it is seated into the grove.    
   

 

7. Use the factory nuts and bolts to connect the new Control Arms to the frame.  You will 

have left and right lower Control Arms.  Left and right is determined from the seated 

position.    

Upper Arm 

  
 

   
 

Lower Arm 
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8. Zip ties are included in the kit.  Use them to secure all brake lines to the new arms. 

   
9. Included in this kit are two replacement tie rods.   

10. Mark sure to mark the location where the stock tie rod stops on the tie rod end.   

 

 

 
11. Once you have marked both tie rod ends remove the stock tie rod and ends from the 

ATV. 

12. Remove the tie rod ends from the stock tie rod.  

13. There is a long end and a short end, make sure to attach the long end to the steering stem 

and the short end to the knuckle assembly. 

14. Place the stock tie rod ends onto the new tie rod provided in the kit.  
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15. Make sure that the ends are installed up to the marked area. 

             

 

 
16. Install the new tie rod assembly onto the ATV.  

   
 

17. Make sure that when you complete the tie rod installation that it is tightened and 

positioned on the left side so that it does not come in contact with the power steering 

motor when handle bars are turned all the way in either direction.  

 

            
 

 

 

18. Place wheels back on ATV torque lugs to factory specifications. 

 



8 

 

19. Once you have placed the wheels back on the ATV, have someone turn the steering 

wheel to full lock, left and right, to verify clearance between all components.  There 

should be no interference between the tie rods, hubs, or control arms.  
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High Lifter Lifetime Warranty  

From the beginning, High Lifter has engineered and manufactured some of the toughest, most 

durable products on the market.  That’s why this product comes with a Lifetime Warranty.  It’s 

our promise that           High Lifter will never let you down.   

 The Lifetime Warranty covers products sold to the original purchaser only and is not 

transferable. The term of the warranty is for the lifetime of the vehicle in question.   

 Normal wear and tear items and finishes, such as, but not limited to: Heim joints, tie rod 

ends, ball joints, bearings, seals, bushings, bushing sleeves, zinc plating , powder coating, 

or chipping and discoloration of any finish is not covered.  

 High Lifter will ship the replacement product after the returned product has been 

inspected by High Lifter staff.  

 The warranty shall not include claims for damages, installation time or labor charges, 

economic losses, inconvenience, transportation, towing, down time, direct or indirect or 

consequential damages or delay resulting from any defect. 

 The warranty does not apply to products that have been improperly applied or improperly 

installed. 

 

Making a warranty claim 

1. All claims must be accompanied by the part and the original sales receipt or other 

acceptable proof of purchase from the original owner. 

2. All warranties must be accompanied with a Return Merchandise Authorization (RMA) 

number.  (Contact High Lifter at 318-524-2270 or 800-699-0947 for an RMA number) 

3. When shipping the damaged product: 

a. Write the RMA number on the outside of the box. 

b. Also include the RMA number, proof of purchase and any notes inside the box. 

c. Please keep your tracking number and shipment information. 

4. The customer is responsible for shipping the product to High Lifter--return shipping 

within the lower 48 states will be paid by High Lifter products. With all warranty claims, 

only standard shipping services apply.   

5. High Lifter will process your order within 24 business hours of receiving the returned 

item. 

6. Ship to:  High Lifter Products, 780 Professional Drive North,  Shreveport, 

Louisiana 71105 


